STORMWATER ENVIRONMENTAL REVIEW
SP25-025 Parker Pointe F1 L1, O’Reilly Auto Parts – 1st Environmental Review, 4-4-25


Please note that a CBMP Cost Estimate will be required and reviewed with the Grading Permit
after all CBMP comments have been addressed and the final site plan is near approval.


GENERAL COMMENTS (Initial, Interim and Final Plan Sheets)

1. [bookmark: _Hlk133397661]Civil Plans must include multiple Erosion Control Plan Sheets referencing the Initial, Interim and Final phases of the project.  You can use two plan sheets, Initial and Interim/Final: or three plan sheets, Initial, Interim, and Final.  Each Erosion Control Plan must be on a separate Civil Plan sheet, enlarged to provide more detail. Using three plan sheets is preferred but not required.
  
· Initial Erosion Control Plan Sheet:  Only show the Initial CBMPs (Silt Fence Perimeter Control, Construction Fence Perimeter Control, VTC, Staging Area, Portable Toilets, Concrete Washout, and existing stormwater utilities with inlet protection). This plan sheet should show existing grade contours with stormwater flow arrows.
· Interim Erosion Control Plan Sheet: Show all CBMPs needed through the progression of the construction project.
· Final Erosion Control Plan Sheet: Show all permanent CBMPs that will remain in place till the native grasses are established.  

1. Please follow the Town of Parker Stormwater/Erosion Control Requirements using the Erosion Control - CBMP Plan Checklist.
2. Please add a general note stating – “THE VTC PAD FOR A CWA DOES NOT NEED TO CONFORM TO THE FORMAL VTC DETAIL”. 
3. Please add a general note stating – “THE TRUE LOCATION OF THE CWA MAY BE DETERMINED BY THE TOWN AND THE ECS”.
4. Please add a general note stating – “LOT PROTECTION (LP) IS REQUIRED ON COMMERCIAL LOTS WHEN COMPLETION OF LANDSCAPING IS NOT POSSIBLE and PRIOR TO ISSUANCE OF A TEMPORARY CERTIFICATE OF OCCUPANCY.” 
5. Please add a general note stating – “THE TRUE LOCATION OF THE PORTABLE TOILET PROTECTION (PTP) MAY BE DETERMINED BY THE TOWN AND THE ECS”.
6. Please add a general note stating – “MASONRY WORK PROTECTION IS REQUIRED FOR CONSTRUCTION OF BUILDINGS”. 
7. Please add a general note stating – “ANY ONSITE BULK FUEL STORAGE REQUIRES A FIRE LIFE SAFETY PERMIT FROM THE TOWN OF PARKER PRIOR TO INSTALLATION”.  Contact Randy Capra at 303-805-3136 or rcapra@parkeronline.org for FLS Permit questions. 
8. Please provide existing and proposed grading contours.
9. Please provide arrows to indicate the direction of stormwater flow.
10. Please label and identify the ratio of all slopes that are 4:1 or steeper.   Please note the Town of Parker does not allow any permanent slopes steeper than 3:1.
11. Please use Parker’s complete Legend of Keys/Symbols to correspond to the Town’s 31 CBMP Details on the Erosion Control plan sheets.
12. Please include within the plan set, immediately following the Final Erosion Control Plan Sheet, all 71 pages of the Town of Parker’s CBMP Legend, General Notes & CBMP Details (in Alphabetical Order). See link below for layout and use.
13. Add a callout/label on all properties adjacent to the project stating: “NO WORK SHALL OCCUR IN THIS AREA”.  These areas must be shaded for easy identification.
14. Please show jersey barriers or construction fence along the sides of the VTC to ensure use of the entire 50-foot pad.
15. Show Masonry Work Protection (MWP) on the plans in two locations for Construction of the building.
16. Sediment Control Log (SCL) is required at back of curb and back of sidewalk immediately after installation of asphalt in roadways and parking areas.  This includes landscape islands and all pedestrian walks.  Please provide and identify on the Interim plans where needed.  Note: if tree lawn/landscape areas are graded to final grade, Erosion Control Blanket (ECB) may be used to cover the entire tree lawn/landscape area instead of using SCL at back of sidewalk/curb.
17. Provide and identify Debris and Trash Control (DTC) for the interim phase along all proposed paved driving surfaces internal to the site.
18. Please provide a minimum of one callout of both Seeding Mulching and Crimping (SMC) and Surface Roughening (SR) in all tracts proposed to be left landscaped in the final condition. Alternatively provide one label for each within each viewport and provide a hatch to define the overall extents.


Links:
72-page layout of CBMP Legend, General Notes and Details Link:
https://drive.google.com/file/d/1oE5TRyFktV-bdRygduwlqhwaf3eQJxzs/view?usp=drive_link

Stormwater/Storm Drainage and Environmental Criteria Manuel
Microsoft Word - SDECM Draft 10-21-13 (parkerco.gov)
CBMP Details
http://parkeronline.org/532/Construction-Best-Management-Practices

Roadway Design/Construction Criteria Manual
Roadway-Design--Construction-Criteria-Manual (parkerco.gov)

Erosion Control - CBMP Checklist (See Appendix D)
Microsoft Word - SDECM Draft 10-21-13 (parkerco.gov)
